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DCON_01_001 How_to_configure_a_large_amount_of_remote_io_in_INIT_state 如何透過 INIT接地的方式快速設定大量同一型號模組 

DCON_01_002 How_to_manage_and_maintain_all_configured_modules_by_using Save_Load_project_function 如何透過儲存及載入專案功能管理維護所有已完成設定的模組 

DCON_01_003 How_to_backup_and_restore_the_I-87K_module_on_pac_system 如何備存與回存 PAC主機上的 I-87K 模組設定 

DCON_01_004 How_to_use_Data_Logger_function 如何使用 DCON Utility Pro Data Logger功能 

DCON_01_005 How_to_query_the_commands_used_by_the_module_through_DCON_Utility_Pro 如何通過 DCON Utility Pro查詢模組使用的命令 

DCON_01_006 How_to_use_multi-language 如何使用多國語系 

DCON_02_001 How_to_establish_a_reliable_and_safety_system_by_using_Safe_Value_and_Host_Watchdog 如何使用安全值與主機看門狗建立可靠安全遠端監控系統 

DCON_02_002 How_to_catch_the_DI_module_ON_OFF_signal_of_distributed_system 如何讀取分散式系統中 DI模組的 ON_OFF 訊號 

DCON_02_003 How_to_map_GPS_receiver_module_data_to_Google_Map 如何將 GPS 接收器模組資料對應到 Google Map網頁 

DCON_02_004  How_to_configure_the_network_settings_for_module_with_hardware_configuration_dip_switch 如何更改配有撥碼開關及旋鈕位址模塊的通訊參數 

DCON_02_005 How_to_set_the_User_define_type_for_NTC_thermistor_thermometer 如何對選購的 NTC熱敏電阻溫度計設定 User define type 

DCON_02_006 Differences_between_I-87KN_and_RU-87PN_USB-87PN_ET-87PN_settings I-87KN 與 RU-87PN _USB-87PN_ET-87PN使用設定的差異 

DCON_02_007 How_to_upgrade_from_I-87KN_to_RU-87PN 如何從 I-87KN 升級到 RU-87PN 

DCON_03_001 How_to_solve_the_problem_of_NET_Framework_causing_the_PC_fail_to_run_DCON_Utility_Pro 如何解決因 NET Framework問題導致電腦無法正常執行 DCON 

Utility Pro 

DCON_03_002 How_to_solve_the_problem_that_the_RS-485_network_cannot_find_the_modules 如何解決 RS-485網絡找不到模組的問題 

 


